
TCP’s High Impact A-lamp is an excellent choice where heavy duty performance is required 
such as work areas, construction zones, high vibration and shatter resistant applications.

• High Impact construction for rough service applications 

• Durable Polycarbonate material for shatterproof composition

• Approved for Wet Locations, can be used indoors or outdoors

• Exceptional operating temperature range -22ºF to 140ºF

• ANSI construction compliant fits all A-lamp installations 

• Uses Up to 85% less energy than Halogen alternatives

• Low heat generation 

• Dims to ≤ 10% of full light level when applicable

• Long life minimizes replacement and maintenance costs

• Rough service applications and areas

• High vibration areas

• General service lighting areas

• Table and Floor lamps

• Ceiling fixtures

• Indoors or outdoors
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*Based on 12 hours 
use per day

RoHS
COMPLIANT

Voltage  .......................................................... 120V
Input Line Frequency .................................... 50/60Hz
Lamp Life (Rated) ................................... 25,000 hours
Minimum Starting Temp  ..................................... -22ºF

Maximum Operating Temp .................................140ºF
Dimmable ...........................................................Yes
Warranty ...................................................... 5 Years
Suitable for use in totally enclosed fixtures

Specifications:

Ideal Applications:

Reasons to choose the LED High Impact A-Lamp from TCP

LED High Impact
A-Lamp
Product Specifications



LED High Impact A-Lamp
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ITEM # DESCRIPTION WATTS LUMENS COLOR TEMP
INCAND. 

EQUIV CRI DIM
LAMP 
TYPE BASE

MIN STARTING 
TEMP Voltage MOL DIA

WARRANTY 
YEARS

A19  Lamps – Dimmable • 25,000 Hours
L60A19D25HI27K LED 9W A19 DM HIGH IMPACT 27K 8.5W 800 2700K 60W 80 DIM A19 E26 -22F/-30C 120 4.3 2.4 5

L60A19D25HI50K LED 9W A19 DM HIGH IMPACT 50K 8.5W 800 5000K 60W 80 DIM A19 E26 -22F/-30C 120 4.3 2.4 5

Specifications:
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