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1. The ultraviolet rays of this product cannot be used for lighting purposes and in applications or activities which may cause and or lead to death, personal or animals injury
and/or damage to the environment. 
2. UV-C luminaires systems must only be sold and installed and replaced by professionals according to our stringent safety and legal requirements.
3. When using this UVC product for indoor disinfection, please close the doors and windows, keep the room clean and dry, and reduce dust and moisture.
4. We do not promise or warrant that the use of the Products will protect any user from or prevent infection and/or contamination with any viruses, bacteria, protozoa, fungi,
illness or disease.
5.There is high efficiency UVC generating device inside. No disassemble and open it except the professionals, as it may cause injury when ultraviolet rays are directly
exposed to eyes or skin. Maintenance personnel need to wear professional uv protection goggles and skin protection before repair.
6.The UVC Products are not intended for and must not be used for medical purposes.
7.In addition to and without limitation of any exclusions or limitations of liability of us as set forth in any agreement for the sale, distribution or otherwise making available
of the UV-C lamp/fixture/devices, we shall have no responsibility or liability whatsoever for any claim or damage that may arise from or relate to any use of the UV-C lamp/
fixture/devices outside of their intended use or contrary to their installation and operation instructions, each as described in this document, the user manuals and/or the
mounting instructions.
8.The product must be designated by the manufacturer's professional and technical personnel, other personnel are not allowed to dismantle or replace without authorization.
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UVC Device

Installation Accessories 

User's Manual 

Giftbox

Master Carton

 U58-18W-01 0.6kg 0.84kg 8.3kg 193*193*140mm 400*400*300mm 8pcs/Carton

 U58-18W-02 0.6kg 0.84kg 8.3kg 193*193*140mm 400*400*300mm 8pcs/Carton

U58-18W-01 U58-18W-02

KitchenSchool

Application ：Most indoor places like Office, Food shop, Hotel, Hospital, School, Bank, Toilet, etc.

Packing

Model No.
N.W per lamp
（ Ibs=kgx2.2）

G.W per carton
(Ibs=kgx2.2)

Inner box size
(x0.0393=inch)

G.W per lamp
（ Ibs=kgx2.2）

Outer box size  
(x0.0393=inch)

Quant i ty per 
carton

Disclaimer:

Add:  Floor 19/20, block B, building 4 Huaqiang Creative industrial park,biyan community, 
guangming street, guangming district, shenzhen
Tel: +86 755 27165559 Fax: + 86 755 27543939

SHENZHEN GUANKE TECHNOLOGIES CO.,LTD

E-mail: info@gkuvc.com Web: www.gkuvc.com

Purifying 
Downlights
Product Specifications

Take cleaning your business to a whole new level with PurEssentials Purifying Downlights. Featuring 
a built-in, enclosed ultraviolet light to safely and effectively remove most viruses and bacteria, the 
color-selectable downlights are available in 5”/6” retrofit and snap-in versions.

Reasons to Choose PurEssentials Purifying Downlights from TCP
• Features centrifugal fan and enclosed UV light to trap 

and kill viruses and bacteria within the unit

• Three convenient modes: light and purification, light 
only, purification only

• Color selectable 10-watt LED in 
3000K/4000K/5000K

• 5”/6” retrofit and 6” snap-in versions available

Ideal Applications
• Offices

• Restaurants

• Retail

• Schools

• Hospitals

• Restrooms

PurEssentials



Purifying Downlights

Warranty
Two year limited warranty against defects in manufacturing.
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Specifications
Input Line Voltage ....................................................100-277VAC
Wattage ...........................................................................10W
Lumens .............................................................................. 850
Color Temperature ....................................3000K/4000K/5000K
CRI....................................................................................≥80
Dimming ..............................................................Non dimmable
Min. Starting Temp....................................................14°F (-10°C)
Min. Starting Temp ................................................. 104°F (40°C)
Rated Life .............................................................. 10,000 hours
Warranty........................................................................2 years

PUR10DRCCT

PUR10DSCCT

PurEssentials

UVC system parameter

LED white  lighting  parameter

Product power

Input voltage

Circulating air volume

Noise（Distance at 1m）

Applicable volume

Applicable area

Working temperature

Storage temperature 

Hole size

Product size

Installation method

Warranty

UVC system power

UVC source type

Led chip QTY

LED lifespan

UVC wavelength

UVC radiant power

UVC light angle

LED white light power

LED white chip type

Luminous flux

Adjustable CCT

CRI

PF

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10� ~+40�

-20� ~+70�

5"/ 6" J-BOX

Ø167mm*96mm

Replacement

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10� ~+40�

-20� ~+70�

5"/ 6" 

Ø167mm*96mm

New Recessed  

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

www.gkuvc.com 

U58-18W-02

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

UVC system parameter

LED white  lighting  parameter

Product power

Input voltage

Circulating air volume

Noise（Distance at 1m）

Applicable volume

Applicable area

Working temperature

Storage temperature 

Hole size

Product size

Installation method

Warranty

UVC system power

UVC source type

Led chip QTY

LED lifespan

UVC wavelength

UVC radiant power

UVC light angle

LED white light power

LED white chip type

Luminous flux

Adjustable CCT

CRI

PF

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10� ~+40�

-20� ~+70�

5"/ 6" J-BOX

Ø167mm*96mm

Replacement

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10� ~+40�

-20� ~+70�

5"/ 6" 

Ø167mm*96mm

New Recessed  

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

www.gkuvc.com 

U58-18W-02

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

Parameters
Circulating Air Volume ....................................8.1CFM (13.8m3/h)
Applicable Volume ..........................................................15.6m3
UVC Wavelength ............................................................ 275nm
UVC Radiant Power ........................................................ 160mw

Ceiling needs to be able to bear 11 lbs of tension

MODE 1 (on): LED Lighting + UV Purification (the indicator light is on).
MODE 2 (on-off-on): LED Lighting only (indicator light is off).
MODE 3 (on-off-on-off-on): UV Purification only (indicator light is on).

Turn light on at wall switch to activate MODE 1.
Turn light on, off, and back on again quickly to activate MODE 2.
Turn light on, off, on, off, and back on again quickly to activate MODE 3.

www.gkuvc.com 

04 LED lighting + UV disinfection mode switchable:

Equipped with LED lighting system, disinfection lighting can be operated at the same time. After powering on, enter mode 1, turn 
off the power and turn on the light within 1 second to enter mode 2, turn off the power again and turn on the light within 1 second 
to enter mode 3, restart after power off for 4 seconds, and re-enter mode 1.

05 CCT change

You can choose the color temperature according to your own interest or the environment.

Note: The indicator light works simultaneously with the UV function, and the indicator light is also turned off when 
the UV function is turned off.

Mode 3 (on-off-on-off-on)-
UV disinfection

(the indicator light is on)

Mode 2 (on-off-on) - 
LED lighting

(indicator light off）

Mode 1 (on) - 
LED lighting + UV disinfection
（the indicator light is on）

3000K Warm White 5000K Cool White4000K Daylight White

OFF

ON

Temperature regulating switch

Product features

Indicator light



PurEssentials Purifying Downlights

ITEM # DESCRIPTION STYLE WATTAGE LUMENS COLOR SELECTABLE CRI RATED 
LIFE

PUR10DRCCT RETROFIT 10W PURIFYING DOWNLIGHT RETROFIT 10 850 30K/40K/50K >80 10,000

PUR10DSCCT SNAP-IN 10W PURIFYING DOWNLIGHT SNAP-IN 10 850 30K/40K/50K >80 10,000

©TCP NOV 2022/WF363202
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Purifying Downlights

2.72”(69mm)

1.06”(27mm) 

6.57”(167mm) 

2.72”(69mm)

1.06”(27mm)
6.57”(167mm)

Dimensions

Purifying Snap-In Downlight PUR10DSCCT

Purifying Retrofit Downlight PUR10DRCCT

DISCLAIMER:
1. The ultraviolet rays of this product cannot be used for lighting purposes and in applications or activities which may cause and or lead to death, personal or animals’ injury and/or damage to the environment.
2. UV-C luminaires systems must only be sold, installed and replaced by professionals.
3. When using this UVC product for indoor purification, please close the doors and windows, keep the room clean and dry, and reduce dust and moisture.
4. We do not promise or warrant that the use of the PurEssentials products will protect any user from or prevent infection and/or contamination with any viruses, bacteria, protozoa, fungi, illness or disease.
5. There is a high efficiency UVC generating device inside. Do not disassemble unless you are a certified professional electrician, as it may cause injury when ultraviolet rays are directly exposed to eyes or skin. 
    Maintenance personnel need to wear professional UV protection goggles and skin protection before repair.
6. The UVC Products are not intended for and must not be used for medical purposes.
7. In addition to and without limitation of any exclusions or limitations of liability of us as set forth in any agreement for the sale, distribution or otherwise making available of the UV-C lamp/fixture/devices, 
    we shall have no responsibility or liability whatsoever for any claim or damage that may arise from or relate to any use of the UV-C lamp/fixture/devices outside of their intended use or contrary to their 
    installation and operation instructions, each as described in this document, the user manuals and/or the mounting instructions.
8. Unit should not be dismantled except by a qualified professional.

The parameters of the whole lamp

UVC system parameter

LED white  lighting  parameter

Model No.

Product power

Input voltage

Circulating air volume

Noise（Distance at 1m）

Applicable volume

Applicable area

Working temperature

Storage temperature 

Hole size

Product size

Installation method

Warranty

UVC system power

UVC source type

Led chip QTY

LED lifespan

UVC wavelength

UVC radiant power

UVC light angle

LED white light power

LED white chip type

Luminous flux

Adjustable CCT

CRI

PF

U58-18W-01

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10℃~+40℃

-20℃~+70℃

5"/ 6" J-BOX

Ø167mm*96mm

Replacement

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

U58-18W-02

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10℃~+40℃

-20℃~+70℃

5"/ 6" 

Ø167mm*96mm

New Recessed  

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

www.gkuvc.com 

Through the centrifugal fan inside the device,the indoor air convection effect will be quickly formed.Then the bacteria and viruses 
floating in the air will be sucked into the ultraviolet lamps cavity to get killed by UV light.

U58-18W-01

U58-18W-02

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

Purification principle

Ceiling need to be able to 
bear 5kg tension

Ground

Product parameters

The parameters of the whole lamp

UVC system parameter

LED white  lighting  parameter

Model No.

Product power

Input voltage

Circulating air volume

Noise（Distance at 1m）

Applicable volume

Applicable area

Working temperature

Storage temperature 

Hole size

Product size

Installation method

Warranty

UVC system power

UVC source type

Led chip QTY

LED lifespan

UVC wavelength

UVC radiant power

UVC light angle

LED white light power

LED white chip type

Luminous flux

Adjustable CCT

CRI

PF

U58-18W-01

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10℃~+40℃

-20℃~+70℃

5"/ 6" J-BOX

Ø167mm*96mm

Replacement

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

U58-18W-02

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10℃~+40℃

-20℃~+70℃

5"/ 6" 

Ø167mm*96mm

New Recessed  

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

www.gkuvc.com 

Through the centrifugal fan inside the device,the indoor air convection effect will be quickly formed.Then the bacteria and viruses 
floating in the air will be sucked into the ultraviolet lamps cavity to get killed by UV light.

U58-18W-01

U58-18W-02

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

Purification principle

Ceiling need to be able to 
bear 5kg tension

Ground

Product parameters

The parameters of the whole lamp

UVC system parameter

LED white  lighting  parameter

Model No.

Product power

Input voltage

Circulating air volume

Noise（Distance at 1m）

Applicable volume

Applicable area

Working temperature

Storage temperature 

Hole size

Product size

Installation method

Warranty

UVC system power

UVC source type

Led chip QTY

LED lifespan

UVC wavelength

UVC radiant power

UVC light angle

LED white light power

LED white chip type

Luminous flux

Adjustable CCT

CRI

PF

U58-18W-01

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10℃~+40℃

-20℃~+70℃

5"/ 6" J-BOX

Ø167mm*96mm

Replacement

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

U58-18W-02

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10℃~+40℃

-20℃~+70℃

5"/ 6" 

Ø167mm*96mm

New Recessed  

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

www.gkuvc.com 

Through the centrifugal fan inside the device,the indoor air convection effect will be quickly formed.Then the bacteria and viruses 
floating in the air will be sucked into the ultraviolet lamps cavity to get killed by UV light.

U58-18W-01

U58-18W-02

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

Purification principle

Ceiling need to be able to 
bear 5kg tension

Ground

Product parameters

The parameters of the whole lamp

UVC system parameter

LED white  lighting  parameter

Model No.

Product power

Input voltage

Circulating air volume

Noise（Distance at 1m）

Applicable volume

Applicable area

Working temperature

Storage temperature 

Hole size

Product size

Installation method

Warranty

UVC system power

UVC source type

Led chip QTY

LED lifespan

UVC wavelength

UVC radiant power

UVC light angle

LED white light power

LED white chip type

Luminous flux

Adjustable CCT

CRI

PF

U58-18W-01

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10℃~+40℃

-20℃~+70℃

5"/ 6" J-BOX

Ø167mm*96mm

Replacement

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

U58-18W-02

18W±2W

100-277V AC

8.1CFM（13.8m³/h)

31.2dB

15.6m³

6m²

-10℃~+40℃

-20℃~+70℃

5"/ 6" 

Ø167mm*96mm

New Recessed  

2 Years

8W(UVC LED+Fan)

0.6W UVC-LED 3939

8Pcs

10000 hours UVC 
retention rate≥70%

275nm

160mw

30°

10W

2835

850Lm±10%

3000K/4000K/5000K

≥80Ra

≥0.88

www.gkuvc.com 

Through the centrifugal fan inside the device,the indoor air convection effect will be quickly formed.Then the bacteria and viruses 
floating in the air will be sucked into the ultraviolet lamps cavity to get killed by UV light.

U58-18W-01

U58-18W-02

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

69mm（2.72"）

27mm（1.06"）

167mm（6.57"）

Purification principle

Ceiling need to be able to 
bear 5kg tension

Ground

Product parametersPurEssentials



For more information on the quality and care TCP can deliver, call us at 800.324.1496 or visit tcpi.com
325 Campus Dr. | Aurora, Ohio 44202 | P: 800.324.1496 | F: 877.487.0516

T E C H N O L O G Y  C A S T  I N  A 

B E A U T I F U L  L I G H T

For over 20 years, TCP has been designing, developing and delivering energy-efficient lighting into 

the market. Thanks to our cutting-edge technology and manufacturing expertise, we have shipped 

billions of high quality lighting products. With TCP, you can count on a lighting product that is 

designed to meet the needs of the market - that transforms your surroundings and envelopes you in 

warmth - lighting that generates beauty with every flip of the switch.

Sales:

Date:

Model:

Project:

Rep:

Catalog Number: 

Type:

Notes:
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Purifying 
A19 Light Bulb
Product Specifications

Take cleaning your business to a whole new level with PurEssentials Purifying A19 Light bulb. 
Featuring a built-in, enclosed ultraviolet light to safely and effectively remove most viruses and 
bacteria, these light bulbs are perfect for a variety of home or business applications.

Reasons to Choose PurEssentials Purifying A19 Light Bulbs from TCP
• Features centrifugal fan and enclosed UV light to trap 

and kill viruses and bacteria within the unit

• 10,000 Hour rated life

• Continuously cleans the air when light is illuminated

• 4000K color temperature

Ideal Applications
• General Lighting

• Sconces

• Table Lamps

• Ceiling Fixtures

• Post Lights

• Floor Lamps

PurEssentials



Purifying A19 Light Bulb

PurEssentials Purifying A19 Light Bulb

ITEM # DESCRIPTION WATTAGE LPW LUMENS COLOR TEMP CRI MOL
(INCHES)

DIA
(INCHES) BASE

PURA196040KND LED 12W A19 ND 4000K 12 80 800 4000K 80 4.3 2.7 E26

©TCP NOV 2022/WF395253
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Specifications
Wattage …………………………………................................. 12W

Lumens ……………………………………........................ 800 lumens

Wattage Equivalent ………………….............................. 60W equiv

Color Temperature …………………...................................... 4000K 

Lumens per Watt …………………….. ..................................80 LPW

Color Rendering Index ……………….................................... 80 CRI

Rated Life ………………………………...........…. 10,000 Hours of Life

Dimming ………………………………..................…… Non-dimmable

Dimensions

DISCLAIMER:
1. The ultraviolet rays of this product cannot be used for lighting purposes and in applications or activities which may cause and or lead to death, personal or animals’ injury and/or damage to the environment.
2. UV-C luminaires systems must only be sold, installed and replaced by professionals.
3. When using this UVC product for indoor purification, please close the doors and windows, keep the room clean and dry, and reduce dust and moisture.
4. We do not promise or warrant that the use of the PurEssentials products will protect any user from or prevent infection and/or contamination with any viruses, bacteria, protozoa, fungi, illness or disease.
5. There is a high efficiency UVC generating device inside. Do not disassemble unless you are a certified professional electrician, as it may cause injury when ultraviolet rays are directly exposed to eyes or skin. 
    Maintenance personnel need to wear professional UV protection goggles and skin protection before repair.
6. The UVC Products are not intended for and must not be used for medical purposes.
7. In addition to and without limitation of any exclusions or limitations of liability of us as set forth in any agreement for the sale, distribution or otherwise making available of the UV-C lamp/fixture/devices, 
    we shall have no responsibility or liability whatsoever for any claim or damage that may arise from or relate to any use of the UV-C lamp/fixture/devices outside of their intended use or contrary to their 
    installation and operation instructions, each as described in this document, the user manuals and/or the mounting instructions.
8. Unit should not be dismantled except by a qualified professional.

PurEssentials

PURA196040KND

4.3”
(109.22 mm)

2.7”
(68.58 mm)


	WF228311 TCP Project Approval Form-Luminaires.pdf

	Sales: 
	Date: 
	Model: 
	Project: 
	Rep: 
	Catalog #: 
	Notes: 
	Type: 


