
LED Compact  
Wet Location  
Polycarbonate  
Exit Sign
Product Specifications

Take building safety to the next level with the versatile LED Compact Wet Location Polycarbonate Exit 
Sign from TCP.

Reasons to choose the LED Compact Wet Location Polycarbonate Exit Sign 
from TCP

• Ultra bright, energy efficient, long life red LEDs

• UL listed for wet locations

• Universal knockout pattern on backplate for wall mount

• 5VA flame retardant, UV-stabilized polycarbonate in white 

Ideal Applications
• Retail

• Industrial

• Schools

• Hospitals
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LED Compact Wet Location  
Polycarbonate Exit Sign

Electrical
•  Fully automatic solid-state, two rate charger initiates battery charging to recharge a discharged battery in 24 hours

•  Internal solid-state transfer switch automatically connects the internal battery to LED board for minimum 90-minute emergency illumination

Construction
•  High-impact resistant, UV-stabilized polycarbonate clear lens

•  Corrosion-resistant enclosure with engineering grade silicone gasket

LED Compact Wet Location Polycarbonate Exit Sign

Item # Description Light Color Housing Color Battery

23500 Compact Wet Location Exit Sign - AC Only Red White Battery Backup

Specifications
Input Frequency..................................................................................................................................120V

Wattage...........................................................................................................................................2.0W

Min Start Temp ...........................................................................................  50°F (10°C)

Max Oper Temp .......................................................................................  104°F (40°C)

Listings .................................. ...............................................................UL Listed for Wet Locations,                                                             

                     meets UL924, NFPA 101 Life Safety Code, NEC, OSHA, Local and State Codes

                                                                        Certified to CEC under Title 20 Regulations 

Warranty .......................................................5-year warranty on all electronics and housing

Installation
•  Polycarbonate mounting canopy included for top or end mount

•  Universal knockout pattern on backplate for wall mount
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Specifications and dimensions subject to change without notice.

Dimensions
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 ORDERING INFORMATION 

 ILLUMINATION 

• Ultra bright, energy efficient, long life Red or Green LEDs.

 ELECTRICAL 

• Dual 120/277 voltage.

• Unique bi-color LED indicator light alerts occupant on
battery condition (Green-normal, Red-check battery).

• 4.8V long life, maintenance-free, rechargeable NiCd battery
(EM models only).

• Internal solid-state transfer switch automatically connects
the internal battery to LED board for minimum 90-minute
emergency illumination.

• Fully automatic solid-state, two rate charger initiates battery
charging to recharge a discharged battery in 24 hours.

 MOUNTING 

• Polycarbonate mounting canopy included for top or end mount.

• Universal knockout pattern on back plate for wall mount.

HOUSING 

• 5VA ,etihw ni etanobracylop  dezilibats-VU ,tnadrater ema lf
black or gray fi nish.

• High-impact resistant, UV-stabilized polycarbonate clear lens.

• Corrosion-resistant enclosure with engineering grade
silicone gasket.

• Knockouts provided for conduit feed applications.

• EZ snap-out Chevron directional indicators.

OPTIONS

• SDT: Self-diagnostic feature performs monthly, biannual,
and annual tests to ensure reliable operation and meets
electrical and life safety codes.

• 2C: Dual circuit option on the AC-only unit enables it to be
connected to two different (one acting as a back-up to the
other) supplies at the same time.

• TP: Tamper-proof hardware helps prevent unauthorized
access to the unit.

• Custom: Signs available with requested “special” wording.

 WARRANTY / LISTING 

• Five year warranty on all electronics and housing. Battery
prorated for five years.

• Meets UL924, NFPA 101 Life Safety Code, NEC, OSHA,
Local and State Codes.

• UL Listed for wet locations (-20°C  – 50°C).

 DIMENSIONS

12½”

9¼”8½”

2½”

4⅜”5½”

MODEL No. of FACES LETTER COLOR HOUSING COLOR OPTIONS

WLEZXTEU 1 Single 
Face

R Red       W White 
(with white faceplate)

SDT Self-Diagnostics 1

2 Double 
Face

B     Black 
(with black faceplate)

EM-CW Battery Backup
(Cold Weather 
 Standard)

TP Tamper-Proof
G Gray 

(with white faceplate) CUSTOM Custom Wording

Special voltage & SALIDA 
face plate options available. 
Check with your Best 
Lighting Representative.

1 Available only with EM units.
2 Available only with AC units.
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• Certified to CEC under Title 20 Regulations.

DUAL 
CIRCUIT

TAMPER
PROOF

Sample Part Number: WLEZXTEU1RWEM-CW

(blank)    AC-Only

2C Dual Circuit  
2

G Green
Operation

BATTERY

CUSTOM SIGNAGEAVAILABLE
CUSTOMM SISIGNAGNAGEGEAVAILA

CUSTOM SIGNAGE AVAILABLE
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WLEZXTEU
COMPACT WET LOCATION 
POLYCARBONATE
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For more information on the quality and care TCP can deliver, call us at 800.324.1496 or visit tcpi.com
325 Campus Dr. | Aurora, Ohio 44202 | P: 800.324.1496 | F: 877.487.0516

T E C H N O L O G Y  C A S T  I N  A  

B E A U T I F U L  L I G H T

For over 20 years, TCP has been designing, developing and delivering energy-efficient lighting into 

the market. Thanks to our cutting-edge technology and manufacturing expertise, we have shipped 

billions of high quality lighting products. With TCP, you can count on a lighting product that is 

designed to meet the needs of the market - that transforms your surroundings and envelopes you in 

warmth - lighting that generates beauty with every flip of the switch.

Sales:

Date:

Model:

Project:

Rep:

Catalog Number:

Type:

Notes:


	WF523650 Compact Wet Location Polycarbonate Exit Sign Spec Sheet WEB.pdf
	WF228311 TCP Project Approval Form-Exit.pdf
	WF228311 TCP Project Approval Form-Exit-Emergency.pdf


	Sales: 
	Date: 
	Model: 
	Project: 
	Rep: 
	Catalog #: 
	Notes: 
	Type: 


